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RIEGL
VZ-400

1.5 m 600 m 3 mm 65 W 100° x
360°

9.8 kg /
21.6 lbs

0°C -
40°C

RIEGL Resources

RIEGL VZ-400 Web page

RIEGL VZ-400 Datasheet (.pdf)

RIEGL VZ-400 System Configuration (.pdf)

Software and Calibrations

RiSCAN PRO Datasheet (.pdf)

Online URL: https://kb.unavco.org/article/unavco-summary-of-riegl-vz-400-resources-647.html

Powered by TCPDF (www.tcpdf.org)

https://kb.unavco.org/category/geodetic-imaging/terrestrial-laser-scanning-tls/riegl/163/
/article.php?id=511
/article.php?id=511
/article.php?id=511
/article.php?id=511
http://www.riegl.com/nc/products/terrestrial-scanning/produktdetail/product/scanner/5/
https://unavco.knowledgebase.co/assets/647/10_DataSheet_VZ400_04-03-2010.pdf
https://unavco.knowledgebase.co/assets/647/30_SystemConfiguration_RIEGL_VZ-400_11-09_16-11-2009_PRELIMINARY.pdf
https://unavco.knowledgebase.co/assets/648/11_DataSheet_RiSCAN_PRO_27-11-2008.pdf
https://kb.unavco.org/article/unavco-summary-of-riegl-vz-400-resources-647.html
http://www.tcpdf.org

